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HARD COATING COMPOSITION

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a 35 U.S.C. §371 National Phase Entry
Application from PCT/KR2013/004809, filed May 31, 2013,
and designating the United States, which claims priority
under 35 U.S.C. §119 to Korean Patent Application No.
10-2012-0058634, filed on May 31, 2012, Korean Patent
Application No. 10-2012-0058635, filed on May 31, 2012,
Korean Patent Application No. 10-2012-0058636, filed on
May 31, 2012, Korean Patent Application No. 10-2012-
0058637, filed on May 31, 2012, and to Korean Patent Appli-
cation No. 10-2013-0062094, filed on May 30, 2013, which
are incorporated herein by reference in their entireties.

TECHNICAL FIELD

The present invention relates to a hard coating composi-
tion, and, more particularly, to a hard coating composition
that can be used in forming a hard coating film exhibiting high
hardness and excellent properties.

This application claims the benefits of Korean Patent
Application Nos. 10-2012-0058634, filed on May 31, 2012,
10-2012-0058635, filed on May 31, 2012, 10-2012-0058636,
filed on May 31, 2012, 10-2012-0058637, filed on May 31,
2012, and 10-2013-0062094, filed on May 30, 2013. The
entire disclosures of the prior applications are hereby incor-
porated by references herein in its entirety into this applica-
tion.

BACKGROUND ART

Recently, with the advance of mobile appliances such as
smart phones, tablet PCs and the like, substrates for displays
have been required to become thin or slim. Display windows
or front panels of such mobile appliances are generally made
of glass or reinforced glass which is a material having excel-
lent mechanical properties. However, glass materials suffer
from the disadvantage of making the mobile appliances heavy
due to their own weight and being apt to be broken by external
impacts.

As an alternative to glass, plastic resin films have been
researched. A plastic resin film is suitable for the trend of
pursuing lighter and slimmer mobile appliances because it is
lightweight and does not easily break. Particularly, in order to
obtain a film having high hardness and wear resistance, there
is proposed a hard coating composition that is used in forming
a hard coating layer on a substrate.

As a method of improving the surface hardness of a hard
coating layer, a method of increasing the thickness of the hard
coating layer may be considered. In order to ensure the sur-
face hardness of the hard coating layer to such a degree that
glass can be replaced by the hard coating layer, it is necessary
to adjust the thickness of the hard coating layer. However, as
the thickness of the hard coating layer increases, the surface
hardness thereof may become higher, whereas the hard coat-
ing layer may be wrinkled or curled due to the curing shrink-
age thereof and may be easily cracked or exfoliated. There-
fore, itis not easy to put the hard coating layer to practical use.

Recently, there haven been proposed several methods of
increasing the hardness of a hard coating film and solving the
problem of the hard coating film being cracked or curled by
the curing shrinkage thereof.

Korean Patent Application Publication No. 2010-0041992
discloses a hard coating film composition, free of monomers,
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2

using a binder resin including ultraviolet-curable polyure-
thane acrylate oligomers. However, this hard coating film has
a pencil hardness of about 3H, which is not sufficient to
alternate glass panels for displays.

DISCLOSURE
Technical Problem

Accordingly, the present invention has been devised to
solve the above-mentioned problems, and an object of the
present invention is to provide a hard coating composition
that can be used in forming a hard coating film exhibiting high
hardness and not being curled, warped or cracked.

Technical Solution

In order to accomplish the above object, an aspect of the
present invention provides a hard coating composition,
including: a binder containing a tri- to hexa-functional acry-
late-based monomer; inorganic particles; a photoinitiator;
and an organic solvent, wherein a solid content includes the
binder, the inorganic particles and the photoinitiator, and a
weight ratio of the solid content to the organic solvent is 70:30
to 99:1.

Another aspect of the present invention provides a solvent-
free hard coating composition, including: a binder containing
a tri- to hexa-functional acrylate-based monomer; inorganic
particles; and a photoinitiator.

Advantageous Effects

The hard coating composition can be used to prepare a hard
coating film that can be usefully applied to front panels or
display panels of mobile appliances, display devices, instru-
ments and the like because this hard coating film exhibits high
hardness, high scratch resistance and high transparency and is
not easily curled or cracked due to its high workability.

BEST MODE FOR CARRYING OUT THE
INVENTION

In accordance with an aspect thereof, the present invention
provides a hard coating composition, including: a binder con-
taining a tri- to hexa-functional acrylate-based monomer;
inorganic particles; a photoinitiator; and an organic solvent,
wherein a solid content includes the binder, the inorganic
particles and the photoinitiator, and a weight ratio of the solid
content to the organic solvent is 70:30 to 99:1.

In accordance with another aspect thereof, the present
invention provides a solvent-free hard coating composition,
including: a binder containing a tri- to hexa-functional acry-
late-based monomer; inorganic particles; and a photoinitia-
tor.

Inthe present invention, the terms “first”, “second” and the
like are used to describe various constituents, only for the
purpose of differentiating one constituent from another.

Further, the terms used in the present specification are used
only to illustrate the present invention, and do not intend to
limit the present invention. The singular number includes the
plural number as long as they are apparently different from
each other in context. In the present specification, the terms
“include”, “comprise”, “have” and the like designate the
existence of features, steps, constituents and combinations
thereof, and must be understood that existence or addition of
one or more other features, steps, constituents and combina-
tions thereof is not previously excluded.
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Further, in the present invention, when it is mentioned that
each constituent is formed “on”, “over” or “above” each
constituent, it means that each constituent is directly formed
on each constituent or that another constituent is additionally
formed between layers, on an object or on a substrate.

Since the present invention may be modified in various
forms, preferred embodiments of the present invention will be
described in detail. Although these embodiments have been
disclosed for illustrative purposes, it will be appreciated that
the present invention is not limited thereto, and those skilled
in the art will appreciate that various modifications, additions
and substitutions are possible, without departing from the
scope and spirit of the invention.

Hereinafter, preferred embodiments of the present inven-
tion will be described in detail.

A hard coating composition according to an embodiment
of'the present invention includes: a binder containing a tri- to
hexa-functional acrylate-based monomer; inorganic par-
ticles; a photoinitiator; and an organic solvent, wherein a solid
content includes the binder, the inorganic particles and the
photoinitiator, and a weight ratio of the solid content to the
organic solvent is 70:30 to 99:1.

In the present specification, the term “acrylate-based” is
intended to encompass acrylate, methacrylate, and deriva-
tives thereof with various substituents.

Examples of the tri- to hexa-functional acrylate-based
monomers may include trimethylolpropane triacrylate
(TMPTA), trimethylolpropaneethoxy triacrylate (TMP-
EOTA), glycerin-propoxylated triacrylate (GPTA), pen-
taerythritol tetraacrylate (PETA), dipentaerythritol hexaacry-
late (DPHA), and the like. The tri- to hexa-functional
acrylate-based monomers may be used independently or in a
combination thereof.

According to an embodiment of the present invention, the
binder may further include a mono- to di-functional acrylate-
based monomer.

Examples of the mono- to di-functional acrylate-based
monomers may include hydroxyethyl acrylate (HEA),
hydroxyethyl methacrylate (HEMA), hexanediol diacrylate
(HDDA), tripropyleneglycol diacrylate (TPGDA), ethyl-
eneglycol diacrylate (EGDA), and the like. The mono- to
di-functional acrylate-based monomers may also be used
independently or in a combination thereof.

According to an embodiment of the present invention, the
binder may be included in an amount of about 35 to about 85
parts by weight or about 45 to about 80 parts by weight, based
on 100 parts by weight of the solid content including the
binder, inorganic particles and photoinitiator. When the
amount of the binder is present in the above range, a high-
hardness hard coating film, reducing the occurrence of curls
or cracks due to its excellent workability, can be formed.

Further, when the binder further includes the mono- to
di-functional acrylate-based monomers, the content ratio of
the mono- to di-functional acrylate-based monomers to the
tri- to hexa-functional acrylate-based monomers is not par-
ticularly limited. According to an embodiment of the present
invention, mono- to di-functional acrylate-based monomers
and tri- to hexa-functional acrylate-based monomers may be
included such that the weight ratio thereof may be about 1:99
to about 50:50, about 10:90 to about 50:50, or about 20:80 to
about 40:60. When mono- to di-functional acrylate-based
monomers and tri- to hexa-functional acrylate-based mono-
mers are included at the above weight ratio, the hard coating
layer may be imparted with high hardness and flexibility
without deteriorating other physical properties such as curl
characteristics, light resistance and the like.
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According to another embodiment of the present invention,
the binder may further include a photocurable elastic poly-
mer.

In the present specification, the photocurable elastic poly-
mer refers to a polymer material which is elastic and contains
a functional group that can be crosslink-polymerized by UV
irradiation.

According to an embodiment of the present invention, the
photocurable elastic polymer may have an elongation of
about 15% or more, for example, about 15 to about 200%,
about 20 to about 200%, or about 20 to about 150%, as
measured according to ASTM D638.

When the hard coating composition of the present inven-
tion further includes a photocurable elastic polymer, the pho-
tocurable elastic polymer is crosslink-polymerized with the
tri- to hexa-functional acrylate-based monomers and then
cured to form a hard coating layer, which is improved in
flexibility and impact resistance.

When the binder further includes a photocurable elastic
polymer, the content ratio of the photocurable elastic polymer
to the tri- to hexa-functional acrylate-based monomer is not
particularly limited. However, according to an embodiment
of'the present invention, the photocurable elastic polymer and
the tri- to hexa-functional acrylate-based monomer may be
included such that the weight ratio thereof may be about 5:95
to about 20:80. When the photocurable elastic polymer and
the tri- to hexa-functional acrylate-based monomer are
included at the above weight ratio, the hard coating layer may
be imparted with high hardness and flexibility without dete-
riorating other physical properties such as curl characteris-
tics, light resistance and the like, and, particularly, it is pos-
sible to prevent the hard coating layer from being damaged by
external impact, thus assuring excellent impact resistance.

According to an embodiment of the present invention, the
photocurable elastic polymer may be a polymer or oligomer
having a weight average molecular weight of about 1,000 to
about 600,000 g/mol or about 10,000 to about 600,000 g/mol.

The photocurable elastic polymer may be at least one
selected from the group consisting of polycaprolactone, a
urethane acrylate-based polymer, and polyrotaxane.

Among the polymers used as the photocurable elastic poly-
mer, polycaprolactone is formed by the ring-opening poly-
merization of caprolactone, and has excellent physical prop-
erties such as flexibility, impact resistance, durability and the
like.

The urethane acrylate-based polymer retains urethane
bonds to have excellent elasticity and durability.

The polyrotaxane is a polymer of rotaxane, a mechani-
cally-interlocked molecular architecture consisting of a
dumbbell-shaped molecule which is threaded through a
cyclic moiety (macrocycle). The two components of a rotax-
ane are kinetically trapped since the ends of the dumbbell
(stoppers) are larger than the internal diameter of the ring and
prevent disassociation of the components since this would
require significant distortion of the covalent bonds.

According to an embodiment of the present invention, the
photocurable elastic polymer may include polyrotaxane com-
prising a cyclic moiety (macrocycle) in which lactone com-
pounds with a (meth)acrylate moiety conjugated to the end
thereof are bonded each other; a thread moiety held within the
macrocycle; and stoppers provided at both ends of the thread
moiety so as to prevent dissociation of the macrocycle.

In this case, the cyclic moiety (macrocycle) may be used
without limitation as long as it has a size to such degree that
it surrounds the thread moiety. The cyclic moiety (macro-
cycle) may include a functional group such as a hydroxide
group, an amino group, a carboxyl group, a thiol group, an
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aldehyde group or the like, which can react with other poly-
mers or compounds. Specific examples of the cyclic moiety
(macrocycle) may include a-cyclodextrin, f-cyclodextrin,
y-cyclodextrin and mixtures thereof.

Further, the thread moiety may be used without limitation
as long as it is generally linear in shape with a predetermined
weight or greater. Preferably, a polyalkylene compound or a
polylactone compound may be used in the thread moiety.
Specifically, a polyoxyalkylene compound including an oxy-
alkylene repetitive unit of 1 to 8 carbon atoms or a polylactone
compound including a lactone repetitive unit of 3 to 10 carbon
atoms may be used in the thread moiety.

Meanwhile, the stopper may be appropriately adjusted
depending on the characteristics of the rotaxane compound to
be prepared. For example, the stopper may be at least one
selected from the group consisting of a dinitrophenyl group,
a cyclodextrin group, an adamantane group, a trityl group, a
fluorescein group and a pyrene group.

Since the polyrotaxane has excellent scratch resistance, it
can exhibit self-recovery ability when it is externally dam-
aged and scratched.

The hard coating composition of the present invention
includes inorganic particles. In this case, the inorganic par-
ticles may be included such that they are dispersed in the
binder.

According to an embodiment of the present invention, as
the inorganic particles, inorganic nanoparticles having a par-
ticle size of about 100 nm or less, about 10 to about 100 nm or
about 10 to about 50 nm may be used. For example, silica
particles, aluminum oxide particles, titanium oxide particles
or zinc oxide particles may be used as the inorganic particles.

The hard coating composition includes the inorganic par-
ticles, thus further improving the hardness of a hard coating
film.

According to an embodiment of the present invention, the
inorganic particles may be included in an amount of about 10
to about 60 parts by weight or about 20 to about 50 parts by
weight based on 100 parts by weight of the solid content
including the binder, inorganic particles and photoinitiator.
When the amount of the inorganic particles are present in the
above range, the effect of improving the hardness of a hard
coating film by the addition of inorganic particles can be
attained without deteriorating the physical properties thereof.

The hard coating composition of the present invention
includes a photoinitiator.

According to an embodiment of the present invention,
examples of the photoinitiator may include, but are not lim-
ited to, 1-hydroxy-cyclohexyl-phenyl ketone, 2-hydroxy-2-
methyl-1-phenyl-1-propanone, 2-hydroxy-1-[4-(2-hydroxy-
ethoxyl)phenyl]-2-methyl-1-propanone,
methylbenzoylformate, o,a-dimethoxy-a-phenylacetophe-
none, 2-benzoyl-2-(dimethylamino)-1-[4-(4-morpholinyl)
phenyl]-1-butanone, 2-methyl-1-[4-(methylthio)phenyl]-2-
(4-morpholinyl)-1-propanone, diphenyl(2,4,6-
trimethylbenzoyl)-phosphine oxide, bis(2,4,6-
trimethylbenzoyl)-phenylphophine oxide, and the like.
Further, examples of commercially available photoinitiators
may include Irgacure 184, Irgacure 500, Irgacure 651, Irga-
cure 369, Irgacure 907, Darocur 1173, Darocur MBF, Irga-
cure 819, Darocur TPO, Irgacure 907, Esacure KIP 100F, and
the like. These photoinitiators may be used independently or
in a mixture thereof.

According to an embodiment of the present invention, the
photoinitiator may be included in an amount of about 0.5 to
about 10 parts by weight or about 1 to about 5 parts by weight,
based on 100 parts by weight of the solid content including
the binder, inorganic particles and photoinitiator. When the
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6

amount of the photoinitiator is present in the above range,
crosslink-photopolymerization can be sufficiently conducted
without deteriorating the physical properties of ahard coating
film.

Meanwhile, the hard coating composition of the present
invention may further include commonly-used additives such
as a surfactant, a yellowing inhibitor, a leveling agent, an
antifouling agent and the like in addition to the above-men-
tioned binder, inorganic particles and photinitiator. Here, the
content of the additive is not particularly limited because the
content thereof may be variously adjusted while not deterio-
rating the physical properties of the hard coating composi-
tion. For example, the additive may be included in an amount
of'about 0.1 to about 10 parts by weight, based on 100 parts by
weight of the solid content.

According to an embodiment of the present invention, for
example, the hard coating composition may include a surfac-
tant as an additive. The surfactant may be a mono- to di-
functional fluorine-based acrylate, a fluorine-based surfac-
tant or a silicon-based surfactant. In this case, the surfactant
may be included in the form of it being dispersed in or
crosslinked with the photocurable crosslinked copolymer.

Further, the hard coating composition may include a yel-
lowing inhibitor as an additive. The yellowing inhibitor may
be a benzophenone compound or a benzotriazole compound.

The hard coating composition of the present invention
includes an organic solvent.

In the hard coating composition according to an embodi-
ment of the present invention, the organic solvent may be
included such that the weight ratio of solid content: the
organic solvent is about 70:30 to about 99:1, the solid content
including the binder, inorganic particle and photoinitiator. As
described above, when the solid content thereof is high, a
high-viscosity composition is obtained, and thus thick coat-
ing can be performed, thereby forming a thick hard coating
layer having a thickness of 50 pm or more.

According to an embodiment of the present invention,
examples of the organic solvent may include: alcohols such as
methanol, ethanol, isopropyl alcohol, butanol and the like;
alkoxy alcohols such as 2-methoxy ethanol, 2-ethoxy etha-
nol, 1-methoxy-2-propanol and the like; ketones such as
acetone, methyl ethyl ketone, methyl isobutyl ketone, methyl
propyl ketone, cyclohexanone and the like; ethers such as
propyleneglycol monopropyl ether, propyleneglycol
monomethyl ether, ethyleneglyco monoethyl ether, ethyl-
eneglycol monopropyl ether, ethyleneglycol monobutyl
ether, diethyleneglycol monomethyl ether, diethyleneglycol
monoethyl ether, diethyleneglycol monopropyl ether, dieth-
yleneglycol monobutyl ether, diethyleneglycol-2-ethylhexyl
ether and the like; and aromatic solvents such as benzene,
toluene, xylene and the like. These organic solvents may be
used independently or in a mixture thereof.

According to an embodiment of the present invention, the
viscosity of the hard coating composition is not particularly
limited as long as it has suitable fluidity and coatability, but
the hard coating composition can exhibit high viscosity
because ithas a relatively high solid content. For example, the
hard coating composition may have a viscosity of about 100
to about 1,200 cps, about 150 to about 1,200 cps, or about 300
to about 1,200 cps at 25° C.

Further, the present invention provides a solvent-free hard
coating composition, including: a binder containing a tri- to
hexa-functional acrylate-based monomer; inorganic par-
ticles; and a photoinitiator.

According to an embodiment of the present invention, the
binder may further include a mono- to di-functional acrylate-
based monomer or a photocurable elastic polymer.
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Detailed description of the tri- to hexa-functional acrylate-
based monomer, mono- to di-functional acrylate-based
monomer, photocurable elastic polymer, inorganic particles,
photoinitiator, additive and the like of the solvent-free hard
coating composition was aforementioned in the solvent-con-
taining hard coating composition. However, the solvent-free
hard coating composition can exhibit higher viscosity than
the solvent-containing hard coating composition because it
does not include an organic solvent. For example, the hard
coating composition of the present invention may have a
viscosity of about 300 to about 1,200 cps, about 500 to about
1,200 cps or about 800 to about 1,200 cps at 25° C.

The solvent-containing or solvent-free hard coating com-
position including the above-mentioned components is
applied onto a supporting substrate and then photocured to
form a hard coating layer.

Particularly, in order to use a hard coating film in covers for
mobile terminals such as smart phones or covers for tablet
PCs, it is important that the hardness of a hard coating film is
improved to such a degree that the hard coating film replaces
glass. In this case, in order to improve the hardness of the hard
coating film, basically, the thickness of a hard coating layer
must be increased to predetermined thickness, for example,
50 um or more, 70 pm or more, or 100 um or more. However,
as the thickness of the hard coating layer is increased, the curl
phenomenon caused by curing shrinkage is also increased, so
the adhesion of the hard coating layer to the supporting sub-
strate is decreased, and the hard coating film is easily rolled
up. For this reason, a process of flattening the supporting
substrate may be additionally performed, but this process is
problematic in that the hard coating layer is cracked.

The hard coating composition may be used to form a hard
coating layer having high transparency and high hardness
because curls or cracks are not easily formed even when it is
thickly applied onto a supporting substrate and cured. For
example, a hard coating layer having a thickness of about 50
um or more, about 50 to about 150 pum, or about 70 to about
100 pm can be formed using the hard coating composition of
the present invention.

When a hard coating layer is formed using the hard coating
composition of the present invention, the hard coating layer
may be formed by a method commonly used in the related
field.

For example, first, the hard coating composition of the
present invention is applied onto one side of a supporting
substrate. In this case, the method of applying the hard coat-
ing composition is not particularly limited as long as it can be
used in the related field. For example, the hard coating com-
position may be applied by bar coating, knife coating, roll
coating, blade coating, die coating, micro-gravure coating,
comma coating, slot die coating, lip coating, solution casting
or the like.

After the hard coating composition is applied, the proce-
dure of stabilizing the surface of the applied hard coating
composition may be selectively performed. This procedure
may be performed by heat-treating the supporting substrate
coated with the hard coating composition at predetermined
temperature. Thus, the surface of the applied hard coating
composition is flattened, and volatile components included in
the hard coating composition are volatilized, thus stabilizing
the surface thereof.

Next, the hard coating composition applied on the support-
ing substrate is irradiated with ultraviolet to photocure the
hard coating composition, thus forming a hard coating layer.

When hard coating layers are formed on both sides of a
supporting substrate using the hard coating composition of
the present invention, first, a first hard coating composition is
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applied onto one side of a supporting substrate and photo-
cured, and then a second hard coating composition is applied
onto the other side thereof and photocured. That is, hard
coating layers may be formed by a two-step process.

In the second photocuring step, the irradiation of ultravio-
let is conducted from a side opposite to the side of the sup-
porting substrate coated with the first hard coating composi-
tion, and thus curls formed due to the curing contraction in the
first photocuring step are set off in a direction opposite to the
first hard coating composition, thus obtaining a flat hard
coating film. Therefore, an additional flattening procedure is
not needed.

When the hard coating film including the hard coating
layer formed using the hard coating composition of the
present invention is exposed to a temperature of 50° C. or
more and a humidity of 80% or more for 70 hours or more and
then placed on a plane, the maximum distance at which each
edge of the hard coating film is spaced apart from the plane
may be about 1.0 mm or less, about 0.6 mm or less or about
0.3 mm or less. More specifically, when the hard coating film
is exposed to a temperature of 50 to 90° C. and a humidity of
80 to 90% for 70 to 100 hours or more and then placed on a
plane, the maximum distance at which each edge of the hard
coating film is spaced apart from the plane may be about 1.0
mm or less, about 0.6 mm or less or about 0.3 mm or less.

The hard coating film including the hard coating layer
formed using the hard coating composition of the present
invention can be usefully used in various fields because it
exhibits high hardness, scratch resistance, transparency, dura-
bility, light resistance and light transmission.

For example, the hard coating film including the hard coat-
ing layer formed using the hard coating composition of the
present invention may have a pencil hardness of 7H or more,
8H or more or 9H or more under a load of 1 kg.

Further, when a friction tester is mounted with a steel wool
#0000 and then the steel wool #0000 is reciprocated on the
hard coating film of the present invention 400 times under a
load of 500 g, two or less scratches may be formed on the hard
coating film.

Further, the hard coating film including the hard coating
layer formed using the hard coating composition of the
present invention may have a light transmittance of 91.0% or
more or 92.0% or more and a haze of 1.0% or less, 0.5% or
less or 0.4% or less.

Further, the hard coating film including the hard coating
layer formed using the hard coating composition of the
present invention may have an initial color b* value of 1.0 or
less. Further, when this hard coating film is exposed to UV-B
for 72 hours or more by an ultraviolet lamp, the difference
between the initial color b* value of the hard coating film and
the color b* value of the hard coating film exposed to UV-B
may be 0.5 or less or 0.4 or less.

As described above, the hard coating film including the
hard coating layer formed using the hard coating composition
of the present invention can be used in various fields. For
example, the hard coating film of the present invention can be
used in touch panels of mobile terminals, smart phones or
tablet PCs and covers of displays or devices.

Hereinafter, the present invention will be described in more
detail with reference to the following Examples. However,
these Examples are set forth to illustrate the present invention,
and the scope of the present invention is not limited thereto.

EXAMPLES
Preparation Example 1
Preparation of Photocurable Elastic Polymer

In a reactor, 50 g of a caprolactone-grafted polyrotaxane
polymer [A1000, Advanced Soft Material INC] was mixed
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with 4.53 g of Karenz-AOI [2-acryloylethyl isocyanate,
Showadenko Inc.], 20 mg of dibutyltin dilaurate [DBTDL,
Merck Corp.], 110 mg of hydroquinone monomethylene
ether and 315 g of methyl ethyl ketone. Then, the mixture was
reacted at 70° C. for 5 hours to obtain polyrotaxane in which
polylactone with an acrylate moiety conjugated to the end
thereof acted as the macrocycle while cyclodextrin was posi-
tioned as the stopper.

The weight average molecular weight of the obtained poly-

rotaxane was 600,000 g/mol, and the elongation thereof was
20%, as measured according to ASTM D638.

Example 1

2 g of hydroxyethylacrylate (HEA), 8 g of a silica-dipen-
taerythritolhexacrylate (DPHA) composite (silica 3.2 g,
DPHA 4.8 g) dispersed with silica nanoparticles having a
particle size of 20~30 nm in an amount of 40 wt %, 0.2 g of a
photoinitiator (brand name: Darocur TPO), 0.1 g of a benzo-
triazole-based yellowing inhibitor (brand name: Tinuvin 400)
and 0.05 g of a fluorine-based surfactant (brand name:
FC4430) were mixed to prepare a first hard coating compo-
sition. A second hard coating film was also prepared in the
same manner.

The first hard coating composition was applied onto one
side of a PET supporting substrate having a size of 15 cmx20
cm and a thickness of 188 um. Then, the PET supporting
substrate coated with the first hard coating composition was
irradiated with ultraviolet having a wavelength of 280~350
nm using a black light fluorescent lamp to photocure the first
hard coating composition.

The second hard coating composition was applied onto the
other side of the PET supporting substrate. Then, the PET
supporting substrate coated with the second hard coating
composition was irradiated with ultraviolet having a wave-
length of 280~350 nm using a black light fluorescent lamp to
photocure the second hard coating composition, thereby pre-
paring a hard coating film. Here, the thickness of each of the
first and second hard coating layers formed on both sides of
the PET supporting substrate was 100 um.

Example 2

A hard coating film was prepared in the same manner as in
Example 1, except that 2 g of 9-ethyleneglycol diacrylate
(9-EGDA) was used instead of 2 g of hydroxyethylacrylate
(HEA).

Example 3

A hard coating film was prepared in the same manner as in
Example 1, except that 2 g of hydroxyethylacrylate (HEA)
and 8 g of a silica-trimethylolpropanetriacylate (TMPTA)
composite (silica 4 g, TMPTA 4) dispersed with silica nano-
particles having a particle size of 20~30 nm in an amount of
about 40 wt % were used instead of 2 g of hydroxyethylacry-
late (HEA) and 8 g of a silica-dipentaerythritolhexacrylate
(DPHA) composite.

Example 4

2 g of hydroxyethylacrylate (HEA), 8 g of a silica-dipen-
taerythritolhexacrylate (DPHA) composite (silica 3.2 g,
DPHA 4.8 g) dispersed with silica nanoparticles having a
particle size of 20~30 nm in an amount of about 40 wt %, 0.2
g of a photoinitiator (brand name: Darocur TPO), 0.1 gof a
benzotriazole-based yellowing inhibitor (brand name: Tinu-
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vin 400) and 0.05 g of a fluorine-based surfactant (brand
name: FC4430) were dissolved in 2 g of methyl ethyl ketone
(MEK) to prepare first and second hard coating compositions.

The first hard coating composition was applied onto one
side of a PC/PMMA coextruded supporting substrate having
asize of 15 cmx20 cm and a thickness of 180 um. Thereafter,
a hard coating film was prepared in the same manner as in
Example 1.

Example 5

9 g of a silica-dipentaerythritolhexacrylate (DPHA) com-
posite (silica 3.6 g, DPHA 5.4 g) dispersed with silica nano-
particles having a particle size of 20~30 nm in an amount of
40wt %, 1 g of polyrotaxane of Preparation Example 1,0.2 g
of a photoinitiator (brand name: Darocur TPO), 0.1 g of a
benzotriazole-based yellowing inhibitor (brand name: Tinu-
vin 400) and 0.05 g of a fluorine-based surfactant (brand
name: FC4430) were mixed to prepare a first hard coating
composition. A second hard coating film was also prepared in
the same manner.

The first and second hard coating compositions were
applied onto both sides of'a PET supporting substrate having
a size of 15 cmx20 cm and a thickness of 188 um by bar
coating. Then, the supporting substrate coated on both sides
thereof with the first and second hard coating compositions
was passed between ultraviolet (UV) irradiators, each of
which was mounted with a metal halide lamp emitting a
wavelength of 290~320 nm and which were provided both
over and under the supporting substrate, to photocure the hard
coating composition, thereby forming hard coating layers on
both sides of the supporting substrate.

The thickness of each of the first and second hard coating
layers formed on both sides of the supporting substrate is 100
pm.

Example 6

A hard coating film was prepared in the same manner as in
Example 1, except that 1 g of a urethane acrylate-based poly-
mer (brand name: UA200PA, Shinnakamura Chemicals
Corp., weight average molecular weight: 2,600 g/mol, elon-
gation measured based on ASTM D638: 170%) was used
instead of 1 g of polyrotaxane of Preparation Example 1.

Example 7

A hard coating film was prepared in the same manner as in
Example 1, except that 1 g of a urethane acrylate-based poly-
mer (brand name: UA340P, Shinnakamura Chemicals Corp.,
weight average molecular weight: 13,000 g/mol, elongation
measured based on ASTM D638: 150%) was used instead of
1 g of polyrotaxane of Preparation Example 1.

Comparative Example 1

A hard coating film was prepared in the same manner as in
Example 1, except that only 10 g of dipentaerythritolhexacry-
late (DPHA) was used instead of hydroxyethylacrylate
(HEA) and a silica-dipentaerythritolhexacrylate (DPHA)
composite.

Comparative Examples 2 and 3

Hard coating films were prepared in the same manner as in
Example 1, except that the components of first and second
hard coating compositions were changed as given in Table 1
below.
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The components and contents of the first and second hard
coating compositions of Examples 1 to 7 and Comparative
Examples 1 to 3 are summarized in Table 1 below.

12
4) Light Resistance

Differences in color b* value of the hard coating films were
measured before and after exposure to UVB from UV lamp
for 72 hours.

TABLE 1 > 5) Transmittance and Haze
Photo- The transmittance and haze of the hard coating films were
Monomers for binder _ curable Inor- measured using a spectrophotometer (brand name: COH-
3-6 1-2 elastic ganic Sol- 400)'
functional functional  polymer particles  vent 10 6) Curl Property to Temperature and Humidity
X porylate porvlate (nit: &) (it (nit:e) When each of the hard coating films was cut to a size of 10
Ex.1  DPHA48g  HEA2g 0 3.2 0 cmx10 cm, stored in a chamber at a temperature of 85° C. and
Ex.2 DPHA48g  9-EGDA2g 0 3.2 0 ahumidity of 85% for 72 hours and then placed on a plane, the
Ex.3 TMPTA45g HEAlg 0 45 0 . . . .
Ex 4 DPHA4Sg HEA2g 0 35 5 |5 Mmaximum distance at which each edge of the hard coating
Ex.5 DPHAS4g 0 polyrotaxane 3.6 0 film was spaced apart the plane was measured.
Ex.6 DPHAS4g 0 %inZOOPA 3.6 0 7) Cylindrical Bending Test
lg Each of the hard coating films was wound on a cylindrical
Ex. 7 DPHAS4g 0 ?AMOP 3.6 0 mandrel having a diameter of 3 cm, and then it was deter-
Comp. DPHAl0g 0 0 & 0 0 20 mined whether or not each of the hard coating film was
Ex. 1 cracked. IF each of'the hard coating films was not cracked, it
gomzp- DPHA R g HEA2g 0 0 0 was evaluated as OK, and if it was cracked, it was evaluated as
X.
Comp. DPHASg HEASg 0 0 0 X
Ex. 3 8) Impact Resistance
» The impact resistance of each of the hard coating films was
evaluated by determining whether or not each of the hard
Test Example coating films was cracked when 22 g of a steel ball was
dropped thereon from a height of 40 cm. When each of the
<Measuring Method> 0 hard coating films was not cracked, it is indicated by OK, and
1) Pencil Hardness when it was cracked, it is indicated by X.
Pencil hardness was evaluated according to the Japanese The results of the physical properties measured in the hard
Standard JIS K5400. In this regard, a pencil hardness meter coating films are summarized in Tables 2 and 3 below.
TABLE 2
Ex. 1 Ex. 2 Ex.3 Ex. 4 Ex. 5 Ex. 6 Ex.7
Pencil 8H 9H 9H 8H 9H 9H 8H
hardness
Scratch O O O O O O O
resistance
Curl property 15mm 18mm 13mm 13 mm 15 mm 10 mm 12 mm
Light 020 022 015 020 0.20 0.25 0.21
resistance
Transmittance ~ 92.2 923 924 925 92.0 92.3 91.8
Haze 0.4 0.4 0.3 0.2 0.3 0.2 0.3
Bending test OK OK OK OK OK OK OK
Curl property 03mm 02mm 02mm 03mm 00mm 00mm 0.0mm
to temperature
and humidity
Impact OK OK OK OK OK OK OK
resistance
was reciprocated three times on each of the hard coating film TABLE 3
under a load of 1.0 kg to determine the hardness at which no
scratches were observed. Comp.Ex.1  Comp.Ex.2 Comp. Ex. 3
2) Scratch Resistance 55
After being loaded to a friction tester, a steel wool (#0000) Pencil hardness 6H SH 3H
was reciprocated 400 times on each of the hard coating films Scratch resistance O A X
under a load of 0.5 kg, and scratches thus formed were Curl property 22 mm 10 mm 13 mm
counted. Evaluation was made of the scratch resistance of the I;gh { resistance 92'55 9?'31 92'16
films by marking O for two or less scratches, A for two to less 60 Hza;esmmance 05 04 o4
than five scratches, and x for five or more scratches. Bending fest “x oK oK
3) Curl Property Curl property to 0.5 mm 0.4 mm 0.3 mm
When a supporting substrate coated with a first hard coat- temperature and
ing composition was photocured, cut to a size 0of 10cmx10 cm humidity
and then placed on a plane, the maximum distance at which 65 Impact resistance X OK OK

each edge of the supporting substrate is spaced apart from the
plane was measured.
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As given in Tables 2 and 3 above, it can be ascertained that
all of the hard coating films prepared using the hard coating
compositions of Examples 1 to 7 exhibit good physical prop-
erties.

The invention claimed is:

1. A hard coating composition, comprising:

abinder containing a tri- to hexa-functional acrylate-based

monomer;

inorganic particles;

a photoinitiator; and

an organic solvent,

wherein a solid content includes the binder, the inorganic

particles and the photoinitiator, and a weight ratio of the
solid content to the organic solvent is 70:30 to 99:1.

2. The hard coating composition of claim 1, wherein the tri-
to hexa-functional acrylate-based monomer includes at least
one selected from the group consisting of trimethylolpropane
triacrylate (TMPTA), trimethylolpropaneethoxy triacrylate
(TMPEOTA), glycerin-propoxylated triacrylate (GPTA),
pentaerythritol tetraacrylate (PETA), and dipentaerythritol
hexaacrylate (DPHA).

3. The hard coating composition of claim 1, wherein the
binder further includes a mono- to di-functional acrylate-
based monomer.

4. The hard coating composition of claim 3, wherein the
binder includes the mono- to di-functional acrylate-based
monomer and the tri- to hexa-functional acrylate-based
monomer at a weight ratio of 1:99 to 50:50.

5. The hard coating composition of claim 3, wherein the
mono- to di-functional acrylate-based monomer includes at
least one selected from the group consisting of hydroxyethyl
acrylate (HEA), hydroxyethyl methacrylate (HEMA), hex-
anediol diacrylate (HDDA), tripropyleneglycol diacrylate
(TPGDA), and ethyleneglycol diacrylate (EGDA).

6. The hard coating composition of claim 1, wherein the
binder further includes a photocurable elastic polymer.

7. The hard coating composition of claim 6, wherein the
photocurable elastic polymer has an elongation of 15 to
200%, as measured according to ASTM D638.
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8. The hard coating composition of claim 6, wherein the
photocurable elastic polymer includes at least one selected
from the group consisting of polycaprolactone, a urethane
acrylate-based polymer, and polyrotaxane.

9. The hard coating composition of claim 8, wherein the
polyrotaxane includes: a macrocycle in which lactone com-
pounds with a (meth)acrylate moiety conjugated to the end
thereof are bonded each other; a thread moiety held within the
macrocycle; and stoppers provided at both ends of the thread
moiety so as to prevent dissociation of the macrocycle.

10. The hard coating composition of claim 1, wherein the
inorganic particles are dispersed in the binder.

11. The hard coating composition of claim 1, wherein the
inorganic particles have a particle size of 100 nm or less.

12. The hard coating composition of claim 1, wherein the
inorganic particles include at least one selected from the
group consisting of silica nanoparticles, aluminum oxide
nanoparticles, titanium oxide nanoparticles and zinc oxide
nanoparticles.

13. The hard coating composition of claim 1, further com-
prising an additive.

14. The hard coating composition of claim 13, wherein the
additive includes at least one selected from the group consist-
ing of a mono- to di-functional fluorine-based acrylate, a
fluorine-based surfactant, and a silicon-based surfactant.

15. The hard coating composition of claim 13, wherein the
additive includes a yellowing inhibitor including a benzophe-
none compound or a benzotriazole compound.

16. The hard coating composition of claim 1, wherein the
hard coating composition comprises 35 to 85 parts by weight
of the binder, 10 to 60 parts by weight of the inorganic
particles and 0.5 to 10 parts by weight of the photoinitiator,
based on 100 parts by weight of the solid content.

17. The hard coating composition of claim 1, wherein the
hard coating composition has a viscosity of 100 to 1,200 cps
at a temperature of 25° C.

#* #* #* #* #*



